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Before Using the Product

Copyright

The contents of this manual are subject to change without notice to improve quality.

© 2011 Samsung Electronics
Samsung Electronics owns the copyright for this manual.

Use or reproduction of this manual in parts or entirety without the authorization of Samsung Electronics is
prohibited.

The SAMSUNG and SyncMaster logos are registered trademarks of Samsung Electronics.
Microsoft, Windows and Windows NT are registered trademarks of Microsoft Corporation.
VESA, DPM and DDC are registered trademarks of the Video Electronics Standards Association.

Ownership of all other trademarks is attributed to their due owner.

. Anadministration fee may be charged if either
o a) an engineer is called out at your request and there is no defect in the product
i.e. where you have failed to read this user manual).

o (b) you bring the unit to a repair center and there is no defect in the product

(
(
(
(i.e. where you have failed to read this user manual).

«  The amount of such administration charge will be advised to you before any work or home visit is
carried out.




Before Using the Product

Cleaning

Exercise care when cleaning as the panel and exterior of advanced LCDs are easily scratched.

Take the following steps when cleaning.

!@ The following images are for reference only. Real-life situations may differ from what is shown in the

images.

£

Storage

Power off the product and computer.

Disconnect the power cord from the product.

!é Hold the power cable by the plug and do not touch the cable with wet
hands. Otherwise, an electric shock may result.

Wipe the product with a clean, soft and dry cloth.

« Do not use detergents that contain alcohol, solvent or
surface-active agents.

» Do not spray water or detergent directly on the product.

Wet a soft and dry cloth in water and wring thoroughly to clean the exterior
of the product.

Connect the power cord to the product when cleaning is finished.

Power on the product and computer.

High-glossy models can develop white stains on the surface if an ultrasonic wave humidifier is used

nearby.

E Contact Customer Service Center if the inside of the product needs cleaning (service fee will be

charged).




Before Using the Product

Safety Precautions

Caution

RISK OF ELECTRIC SHOCK DO NOT OPEN

BACK).

Caution : TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR

THERE ARE NO USER SERVICEABLE PARTS INSIDE.
REFER ALL SERVICING TO QUALIFIED PERSONNEL.

This symbol indicates that high voltage is present inside.

It is dangerous to make any kind of contact with any internal part of this
product.

AN
%A

This symbol alerts you that important literature concerning operation and
maintenance has been included with this product.

Symbols

A Warning

A serious or fatal injury may result if instructions are not followed.

A Caution

Personal injury or damage to properties may result if instructions are
not followed.

Y

Activities marked by this symbol are prohibited.

Instructions marked by this symbol must be followed.




Before Using the Product

Electricity and Safety

_'g, The following images are for reference only. Real-life situations may differ from what is shown in the

images.

A Warning

Do not use a damaged power cord or plug, or a loose power socket.

« An electric shock or fire may result.

Do not use multiple products with a single power socket.

«  Overheated power sockets may cause a fire.

Do not touch the power plug with wet hands. Otherwise, an electric shock may
result.

Insert the power plug all the way in so it is not loose.

« Anunsecure connection may cause a fire.

Connect the power plug to a grounded power socket (type 1 insulated devices
only).

o An electric shock or injury may result.

Do not bend or pull the power cord with force. Be careful not to leave the power
cord under a heavy object.

. Damage to the cord may result in a fire or electric shock.

Do not place the power cord or product near heat sources.

o Afire or electric shock may result.

Clean any dust around the pins of the power plug or the power socket with a dry
cloth.

o Afire may result.




Before Using the Product

A Caution

Installation

A Warning

Do not disconnect the power cord while the product is being used.

«  The product may become damaged by an electric shock.

Only use the power cord provided with your product by Samsung. Do not use the
power cord with other products.

« Afire or electric shock may result.

Keep the power socket where the power cord is connected unobstructed.

. The power cord must be disconnected to cut off power to the product when
an issue occurs.

. Note that the product is not completely powered down by using only the
power button on the remote.

Hold the plug when disconnecting the power cord from the power socket.

« An electric shock or fire may resullt.

DO NOT PLACE CANDLES, INSECT REPELLANTS OR CIGARETTES ON TOP
OF THE PRODUCT. DO NOT INSTALL THE PRODUCT NEAR HEAT SOURCES.

o Afire may result.

Have a technician install the wall-mount hanger.

. Installation by an unqualified person can result in an injury.

«  Only use approved cabinets.

Do not install the product in poorly ventilated spaces such as a bookcase or
closet.

« Anincreased internal temperature may cause a fire.

Install the product at least 10cm away from the wall to allow ventilation.

- Anincreased internal temperature may cause a fire.

Before Using the Product n



Before Using the Product

Keep the plastic packaging out of the reach of children.

«  Children may suffocate.

Do not install the product on an unstable or vibrating surface (insecure shelf,
sloped surface, etc.)

«  The product may fall and become damaged and/or cause an injury.

« Using the product in an area with excess vibration may damage the product
or cause a fire.

Do not install the product in a vehicle or a place exposed to dust, moisture (water
drips, etc.), oil, or smoke.

« Afire or electric shock may result.

Do not expose the product to direct sunlight, heat, or a hot object such as a
stove.

. The product lifespan may be reduced or a fire may result.

Do not install the product within the reach of young children.
«  The product may fall and injure children.

- Asthe front is heavy, install the product on a flat and stable surface.

Edible oil, such as soybean oil, can damage or deform the product. Do not install
the product in a kitchen or near a kitchen counter.

Do not drop the product while moving.

o Product failure or personal injury may result.

Do not set down the product on its front.

o The screen may become damaged.

When installing the product on a cabinet or shelf, make sure that the bottom
edge of the front of the product is not protruding.

«  The product may fall and become damaged and/or cause an injury.

- Install the product only on cabinets or shelves of the right size.

Before Using the Product
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Operation

A Warning

e
S

Set down the product gently

o Product failure or personal injury may result.

Installing the product in an unusual place (a place exposed to a lot of fine
particles, chemical substances or extreme temperatures, or an airport or train
station where the product should operate continuously for an extended period of
time) may seriously affect its performance.

o Be sure to consult Samsung Customer Service Center if you want to install
the product at such a place.

There is a high voltage inside the product. Never disassemble, repair or modify
the product yourself.

o Afire or electric shock may result.

o  Contact Samsung Customer Service Center for repairs.

Before moving the product, turn off the power switch and disconnect the power
cord, antenna cable and all other connected cables.

. Damage to the cord may result in a fire or electric shock.

If the product generates abnormal sounds, a burning smell or smoke, disconnect
the power cord immediately and contact Samsung Customer Service Center.

« An electric shock or fire may resullt.

Do not let children hang from the product or climb on top of it.

«  Children may become injured or seriously harmed.

If the product is dropped or the outer case is damaged, turn off the power switch
and disconnect the power cord. Then contact Samsung Customer Service
Center.

«  Continued use can result in a fire or electric shock.

Do not leave heavy objects or items that children like (toys, sweets, etc.) on top of
the product.

. The product or heavy objects may fall as children try to reach for the toys or
sweets resulting in a serious injury.

Before Using the Product “



Before Using the Product

During a lightning or thunderstorm, remove the power cord and do not touch the
antenna cable.

« Afire or electric shock may result.

Do not drop objects on the product or apply impact.

A fire or electric shock may result.

Do not move the product by pulling the power cord or any cable.

o Product failure, an electric shock or fire may result from a damaged cable.

If a gas leakage is found, do not touch the product or power plug. Also, ventilate
the area immediately.

«  Sparks can cause an explosion or fire.

«  Never touch the power cord or antenna cable when thunder or lightning is
present.

Do not lift or move the product by pulling the power cord or any cable.

«  Product failure, an electric shock or fire may result from a damaged cable.

Do not use or keep combustible spray or an inflammable substance near the
product.

o An explosion or fire may result.

Ensure the vents are not blocked by tablecloths or curtains.

- Anincreased internal temperature may cause a fire.
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Do not insert metallic objects (chopsticks, coins, hairpins, etc) or objects that
burn easily (paper, matches, etc) into the product (via the vent or input/output
ports, etc).

«  Be sure to power off the product and disconnect the power cord when water
or other foreign substances have entered the product. Then contact
Samsung Customer Service Center.

»  Product failure, an electric shock or fire may result.

Do not place objects containing liquid (vases, pots, bottles, etc) or metallic
objects on top of the product.

.  Be sure to power off the product and disconnect the power cord when water
or other foreign substances have entered the product. Then contact
Samsung Customer Service Center.

«  Product failure, an electric shock or fire may result.

Leaving the screen fixed on a stationary image for an extended period of time
may cause afterimage burn-in or defective pixels.

. Activate power-saving mode or a moving-picture screen saver if you will not
be using the product for an extended period of time.

Disconnect the power cord from the power socket if you do not plan on using the
product for an extended period of time (vacation, etc).

. Dust accumulation combined with heat can cause a fire, electric shock or
electric leakage.

Use the product at the recommended resolution and frequency.

. Your eyesight may deteriorate.

Do not hold the product upside-down or move it by holding the stand.

«  The product may fall and become damaged or cause an injury.

Looking at the screen too close for an extended period of time can deteriorate
your eyesight.
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Do not use humidifiers or stoves around the product.

« Afire or electric shock may result.

Rest your eyes for more than 5 minutes for every 1 hour of product use.

.  Eye fatigue will be relieved.

Do not touch the screen when the product has been turned on for an extended
period of time as it will become hot.

Store small accessories out of the reach of children.

Exercise caution when adjusting the product angle or stand height.

« Your hand or finger may get stuck and injured.

- Tilting the product at an excessive angle may cause the product to fall and
an injury may result.

Do not place heavy objects on the product.

o Product failure or personal injury may result.
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Preparations

1.1 Checking the Contents

1.1.1 Removing the Packaging

1 Remove the black locking device at the bottom of the box.

2 Using the grooves in the box, lift and remove the top of the box.

N\

/
\. J \. J

3 Check the components and remove the styrofoam and plastic bag.

W% The appearance of actual components may differ from the image shown.
—

W% Thisimage is for reference only.
—

4 Store the box in a dry area so that it can be used when moving the product in the future.
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1.1.2 Checking the Components

Contact the vendor where you purchased the product if any components are missing.

« The appearance of the components and items sold separately may differ from the image shown.

Components

E Components may differ in different locations.

=

Quick setup guide

Magiclnfo Lite Edition
Software CD

Remote Control
(AA59-00555A)

RS232C(IN) Adapter

©

Holder-Ring (4EA)
(BN61-07295A)

A

<

Warranty card User manual
(Not available in all locations)
Cleaning cloth Power cord

(/

Batteries D-SUB cable
(Not available in all locations)
RS232C(0OUT) Adapter AV/Component Adapter

=

Holder-Wire stand
(BNB1-05491A)

E The RS232C adapter can be used to connect to another monitor using the D-SUB (9-pin) type RS232C

cable. Ensure you connect each of the adapters to the correct RS232C IN or OUT port on the product.

1 Preparations m
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Items sold separately

_'g, « The stand is not supplied.

«  The following items can be purchased at your nearest retailer.

- %

Wall-mount KIT RS232C stereo cable DVI cable

RCA stereo cable

Stereo cable Component cable RCA cable

1 Preparations m




1.2

Preparations

Parts

1.2.1

Control Panel

«  The color and shape of parts may differ from what is shown. Specifications are subject to change
without notice to improve quality.

«  Keep the area between the remote sensor and remote control obstacle-free.

(® )
&
@
S b [
O (
™ rowes
©) N N ]
—

. ) [

€

- J

Sensor

Description

Selects the input source that an external device is connected to.

Opens the on-screen menu and exits from the menu. Also use to exit the
OSD menu or return to the previous menu.

Moves from one menu item to another horizontally or adjusts selected
menu values. Adjusts the audio volume. This multi-functional button
offers the following two functions.

< A = :80
> v z 2
@

Moves from one menu item to another vertically or adjusts selected
menu values. This multi-functional button offers the following two
functions.

1 Preparations m
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Sensor

Description

©

Use this button for turning the Display on and off.

Remote sensor

Receives signals from the remote

To control the remote control in front of the product, lower the remote
control sensor in the direction of the arrow (indicated in the zoomed-in
image on the previous page).

E Keep the area between the remote sensor and remote control
obstacle-free.

1.2.2 Reverse Side

_'é The color and shape of parts may differ from what is shown. Specifications are subject to change

without notice to improve

quality.

IR/
AMBIENT
SENSOR IN

IROUT

AUDIO
ouT

RGB/DVI/
DP / HDMI
AUDIO IN

USBe<>

AVIN

00020
Soanv| o3an

DP IN

& = o0 B 00 (® oo

HDMI IN

DVIOUT

(LOOPOUT) DVIIN RGB IN TRS?% RU45
‘Wl e
Port Description

[IR/ AMBIENT SENSOR IN]

Supplies power to the external sensor board or receives the light
sensor signal.

[IR OUT]

Receives the remote control signal via the external sensor board and
outputs the signal via LOOPOUT.

[AUDIO OUT]

Connects to the audio of a source device.
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Port

Description

[RGB/ DVI/ DP / HDMI

Receives sound from a PC via an audio cable.

AUDIO IN]
[USB] s Connect to a USB memory device.
[AV IN / COMPONENT IN] Connects to a source device using the AV/component adapter.
[DP IN] Connects to a PC using a DP cable.
[HDMI IN] Connects to a source device using an HDMI cable.
[DVI OUT (LOOPOUT)] Connects to another product using a DVI cable.
[DVI'IN] Connects to a source device using a DVI cable or HDMI-DVI cable.
[RGB IN] Connects to a source device using a D-SUB cable.

[RS232C IN/OUT]

Connects to MDC using an RS232C-stereo cable.

[RJ45]

Connects to MDC using a LAN cable.
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Assembling the Holder-Wire stand

* Stand : Sold separately

1.2.3 Anti-theft Lock

W% - Ananti-theft lock allows you to use the product securely even in public places.
—-—

«  Thelocking device shape and locking method depend on the manufacturer. Refer to the user
guide provided with your anti-theft locking device for details.

To lock an anti-theft locking device:

1 Fix the cable of your anti-theft locking device to a heavy object
such as a desk.

Q% O 2 Put one end of the cable through the loop on the other end.

3 Insert the locking device into the anti-theft lock slot at the back of
the product.

4 Lock the locking device.

\ » An anti-theft locking device can be purchased separately.

— «  Refer to the user guide provided with your anti-theft locking
device for details.

« Anti-theft locking devices can be purchased at electronics
retailers or online.
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1.2.4 Remote Control

other display devices to be inadvertently controlled.

Using other display devices in the same space as the remote control of this product can cause the

«  Remote control button functions may differ for different products.

« Thisis a special remote control for the visually impaired persons and has Braille points on the
Power, Channel and Volume buttons.

‘ POWER OFF
Power on the product. — (D
l SOURCE®)

o

Change the input SOUICe, sl

\

[2
[5
[8

- — —

DE SYMBO
Not available, =@ [ - [ 0 H]
Mute the sound. MUTE
Unmuting the sound: Press MUTE again or
press the volume control (+ VOL -) button. + K /\
o
Adjust the volume, =======\@ S5 VOL CI UF
— CHLIST] v
Not available. s MENU

Magiclnfo Lite Launch Button. se—@ [Mag\clnfo]

Display or hide the onscreen display s 9

menu, or return to the previous menu.

Quickly select frequently used functions.

Lite

o 25] | & | IS
[« (&

Return to the previous menu.

MDC Quick Launch Button

RETURN EXIT
* &3 1'J m S

>

[IIEI@] [GUIDE] *—

o—

PC DVI HOMI

TTXIMIX

It sets safe lock function.

Magicinfo Quick Launch Button.
This button is disabled for products
that do not support Magicinfo.
Magiclnfo can only be enabled
when a network box is connected.

( moc ][ Lock

L

- @ [Magiclnfcﬂ [

22) @
Hi
TSIDUAL]

[ E—

J
Le (>

) (
)6

<) ) )
)

N\

o—
)

AA59-00555A

SAMSUNG

J

Power off the product.

Number buttons
Enter the password in the OSD menu.

Return to the previous channel.

Not available.

Not available.

Display information about
the current input source.

Move to the upper, lower, left or right
menu, or adjust an option's setting.
Confirm a menu selection.

Exit the current menu.

You can select the PC, DVI, HDMI
or DisplayPort external input directly.

Not available.

Not available.

Turns the 3D image on or off.

Use these buttons in Videos,
Photos, Music and Anynet+ modes.
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Adjusting the OSD with the Remote Control

1. Open the OSD menu.

in the displayed OSD menu screen.

A

. .
mje
o

Select from Picture, Sound, Media, Network, System or Support

3. Change settings as desired.

4. Finish setting.

\.

5. Close the onscreen display (OSD) menu.

A

.

03 | | € >
v

To place batteries in the remote control
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Remote Control Reception Range

Eel

7m ~10m

o

)

C)
ofs
=]
838
888
0:0

HEIEES

Use the remote control within 7m to 10m from the sensor on the product at an angle of 30° from the left

and right.

«  Store used batteries out of reach of children and recycle.
« Do not use a new and used battery together. Replace both batteries at the same time.

« Remove batteries when the remote control is not to be used for an extended period of time.
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1.3 Before Installing the Product (Installation Guide)

To prevent injury, this apparatus must be securely attached to the floor/wall in accordance with the
installation instructions.

o  Ensure that an authorized installation company installs the wall mount.
o  Otherwise, it may fall and cause personal injury.

o  Make sure to install the specified wall mount.

1.3.1 Tilting Angle and Rotation

_"2‘ Contact Samsung Customer Service Center for further details.

A The product can be tilted at a maximum angle of 15° from a perpendicular wall surface.

B To use the product vertically (portrait), turn it clockwise so that the LED is pointing down.
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1.3.2 Ventilation

1. Installation on a Perpendicular Wall

A\

A\

B@® 7,

Figure 1.1 Side view

A Minimum 40 mm

B Ambient temperature: Under 35°C

«  When installing the product on a perpendicular wall, allow
at least 40mm of space between the product and wall
surface for ventilation and ensure that the ambient
temperature is kept below 35°C.
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2. Installation on an Indented Wall

_'é Contact Samsung Customer Service Center for further details.

T T T T it
\! A

}

Plane view

Minimum 40 mm
Minimum 70 mm

Minimum 50 mm

Minimum 50 mm

m o O W >

Ambient temperature: Under 35°C

Figure 1.2 Side view

When installing the product on an indented wall, allow at least the space specified above between the
product and wall for ventilation and ensure that the ambient temperature is kept below 35°C.

3. Installation in an Indented Floor
E Contact Samsung Customer Service Center for further details.

A Minimum 50 mm
1 B Ambient temperature: Under

20°C

Ale@B

100 5\

Figure 1.3 Side view

When installing the product in an indented floor, allow at least 50mm of space between the product and
floor surface for ventilation and ensure that the ambient temperature is kept below 20°C.
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1.3.3 Dimensions

L1 6
(4]
(2]
(3]
(Unit: mm)
SET - Dimension (W x D x H) [mm]
ME40A / DE40A 920.0 885.6 498.2 534.5 29.9
ME46A / DE46A 1055.2 1018.0 572.6 610.8 29.9
MEBS5A / DES5A 1246.4 1209.6 680.4 718.2 29.9
UE46A 1030.4 1020.1 574.6 585.0 29.9
UEB5A 1221.8 1211.6 682.4 692.7 29.9

All drawings are not necessarily to scale. Some dimensions are subject to change without prior notice.
Refer to the dimensions prior to performing installation of your product. Not responsible for
typographical or printed errors.

(S

1 Preparations m




1.4

Preparations

Installing the Wall Mount
1.4.1 Preparing before installing Wall-Mount

To install a wall-mount from another manufacturer, use the
Holder-Ring.

1.4.2 Installing the Wall Mount Kit

The wall mount kit (sold separately) allows you to mount the product on the wall.

For detailed information on installing the wall mount, see the instructions provided with the wall mount.
We recommend you contact a technician for assistance when installing the wall mount bracket.
Samsung Electronics is not responsible for any damage to the product or injury to yourself or others if
you elect to install the wall mount on your own.

1.4.3 Wall Mount Kit Specifications (VESA)

_"‘4, Install your wall mount on a solid wall perpendicular to the floor. Before attaching the wall mount to
surfaces other than plaster board, please contact your nearest dealer for additional information. If you
install the product on a ceiling or slanted wall, it may fall and result in severe personal injury.
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_“4, o Standard dimensions for wall mount kits are shown in the
table below.

«  Samsung wall mount kits contain a detailed installation
manual and all parts necessary for assembly are provided.

« Do not use screws that do not comply with the VESA
standard screw specifications.

« Do not use screws that are longer than the standard length
or do not comply with the VESA standard screw
specifications. Screws that are too long may cause damage
to the inside of the product.

»  For wall mounts that do not comply with the VESA standard
screw specifications, the length of the screws may differ
depending on the wall mount specifications.

o Do not fasten the screws too firmly. This may damage the
product or cause the product to fall, leading to personal
injury. Samsung is not liable for these kinds of accidents.

«  Samsung is not liable for product damage or personal injury
when a non-VESA or non-specified wall mount is used or the
consumer fails to follow the product installation instructions.

« Do not mount the product at more than a 15 degree tilt.

«  Always have two people mount the product on a wall.

VESA screw hole Standard
Product size in inches specs (A * B) in Quantity
L Screw

millimeters

32~40 ME40A DE40A 200 X 200
ME46A ME5S5A

M8 4

46~55 DE46A DE5S5A 400 X 400

UE46A UES5A

Do not install your Wall Mount Kit while your product is turned on. It may result in personal injury due to
electric shock.
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1.5 Remote Control (RS232C)

1.5.1

Cable Connection
Interface RS232C (9 pins)
Pin TxD (No. 2), RxD (No. 3), GND (No. 5)
Bit rate 9600 bps
Data bits 8 bit
Parity None

Stop bit 1 bit

Flow control None

Maximum length

15m (only shielded type)

Pin assignment

12345

[
] [

']/O

(

J

6789

Pin

Signal

—

Detect data carrier

Received data

Transmitted data

Prepare data terminal

Signal ground

Prepare data set

Send request

Clear to send

O || N OO0 M W DN

Ring indicator
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« RS232C cable

Preparations

Connector: 9-Pin D-Sub to Stereo Cable

—P1—

QDHHH

3
2
1

©

_P2-
STEREO PLUG

(3.50)

-P1-

-p2-

Female

Tx STEREO
Rx PLUG

Gnd (3.50)

«  Connection

@

RS232C
N

e
S

RS232C
N oUT
® @

N

o)
A\

()
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1.5.2 Control Codes

Viewing control state (Get control command)

Header Command Data length
ID Checksum
OXAA Command 0
type
Controlling (Set control command)
Header Command Data length Data
C d ID Checksum
OXAA ormman 1 Value
type
Command
No. Command type Command Value range

1 Power control Ox11 0~1

2 Volume control ox12 0~100

3 Input source control 0x14 -

4 Screen mode control 0x18 -

5 Screen size control 0x19 0~255

6 PIP on/off control 0x3C 0~1

7 Auto adjustment control 0x3D 0

8 Video wall mode control 0x5C 0~1

9 Safety Lock 0x5D 0~1

o Issued IDs can be displayed in hexadecimals. However, ID O must be displayed as OxFF.

. Allcommunications take place in hexadecimals. The checksum is calculated by adding up all values

except the header. If a checksum adds up to be more than 2 digits as shown below

(11+FF+01+01=112), the first digit is removed.

E.g. Power On & ID=0

Header Command Data length Data 1
D Checksum
OxAA Ox11 1 "Power"
Header Command Data length Data 1
ID 12
OXAA Ox11 1 1
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. To control all devices connected by a serial cable simultaneously irrespective of IDs, set the ID as

Preparations

"OxFE" and transmit commands. Commands will be executed by each device but ACK will not

respond.

Power control

. Function

A product can be powered on and off using a PC.

«  Viewing power state (Get Power ON / OFF Status)

Header Command Data length
D Checksum
OxAA Ox11 0
«  Setting power ON/Off (Set Power ON / OFF)
Header Command Data length Data
ID Checksum
OxAA Ox11 1 "Power"
"Power": Power code to be set on a product
1 : Power ON
0 : Power OFF
« Ack
Comma
Header nd Data length Ack/Nak r-CMD Valt Checksu
ID
m
OxAA OxFF 3 ‘A 0x11 "Power"
"Power": Power code to be set on a product
« Nak
Comma
Header nd Data length Ack/Nak r-CMD Valt Checksu
D
m
OxAA OxFF 3 ‘N’ Ox11 "ERR"

"ERR" : A code showing what error has occurred
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Volume control

. Function

The volume of a product can be adjusted using a PC.

. Viewing volume state (Get Volume Status)

Header Command Data length
D Checksum
OxAA 0x12 0

o  Setting the volume (Set Volume)

Header Command Data length Data

ID Checksum
OxAA 0x12 1 "Volume"
"Volume": Volume value code to be set on a product (0-100)
« Ack
Header | COMMa Datalength | Ack/Nak | r-CMD | Val
nd o Checksu
||V I m
OXAA | OXFF 3 A oxi2 | oume
"Volume": Volume value code to be set on a product (0-100)
« Nak
Comma
Header nd Data length Ack/Nak r-CMD Vali Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x12 "ERR"

"ERR" : A code showing what error has occurred
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Input source control

. Function

The input source of a product can be changed using a PC.

« Viewing input source state (Get Input Source Status)

Header Command Data length
D Checksum
OxAA Ox14 0
o  Setting the input source (Set Input Source)
Header Command Data length Data
D " Checksum
OXAA Ox14 1 Input
Source

"Input Source": An input source code to be set on a product

Ox14 PC
Ox1E BNC
0x18 DVI
0x0C Input source
0x04 S-video
0x08 Component
0x20 Magiclnfo
Ox1F DVI_video
0x30 RF (TV)
0x40 DTV
0x21 HDMI1
0x22 HDMI1_PC
0x23 HDMI2
0x24 HDMI2_PC
0x25 Display Port

o DVI_video, HDMI1_PC and HDMI2_PC cannot be used with the Set command. They only
respond to "Get" commands.

o This model does not support BNC, S-Video, HDMI2 and HDMI2_PC ports.

o Magiclnfo is only available with models that contain the Magiclnfo function.

« Ack
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Header | OMMa Datalength | Ack/Nak | r-CMD | Val
nd Checksu
ID .
OXAA | OXFF 3 A Ox14 Input
Source
"Input Source": An input source code to be set on a product
° Nak
Comma
Header nd Data length Ack/Nak r-CMD Valt Checksu
ID
m
OxAA OxFF 3 ‘N’ Ox14 "ERR"

"ERR" : A code showing what error has occurred
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Screen

. Function

The screen mode of a product can be changed using a PC.

Preparations

Screen mode cannot be controlled when the Video Wall function is enabled.

This control can only be used on models that include a product.

« Viewing screen status (Get Screen Mode Status)

Header Command Data length
D Checksum
OxAA 0x18 0
«  Setting the picture size (Set Picture Size)
Header Command Data length Data
D " Checksum
OXAA 0x18 1 Sereen
Mode
"Screen Mode": A code that sets the product status
0x01 16:9
0x04 Zoom
Ox31 Wide Zoom
0x0B 4:3
o« Ack
Header | COMM@ Datalength | Ack/Nak | r-CMD | Val
nd D Checksu
"S m
OXAA | OXFF 3 ‘A 0x18 creen
Mode
"Screen Mode": A code that sets the product status
« Nak
Comma
Header nd Data length Ack/Nak r-CMD Vali Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x18 "ERR"

"ERR" : A code showing what error has occurred
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Function

Screen size control

The screen size of a product can be changed using a PC.

Viewing the screen size (Get Screen Size Status)

Header Command Data length
D Checksum
OxAA 0x19 0
Ack
C
Header = ~OMmM@ Datalength | Ack/Nak | r-CMD | Vali
nd D Checksu
n m
OXAA | OXFF 3 A Oxig | ocreen
Size
"Screen Size": Product screen size (range: 0 — 255, unit: inch)
Nak
Comma
Header nd Data length Ack/Nak r-CMD Val1 Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x19 "ERR"

"ERR" : A code showing what error has occurred
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PIP On/Off control

. Function

The PIP mode of a product can be turned on or off using a PC.

Only available on models that have the PIP function

o The mode cannot be controlled if Video Wall is set to On.

o This function is not available in Magiclnfo.

Viewing PIP on/off state (Get the PIP ON / OFF Status)

Header Command Data length
D Checksum
OxAA 0x3C 0
o Setting PIP on/off (Set the PIP ON / OFF)
Header Command Data length Data
ID Checksum
OxAA 0x3C 1 "PIP"

"PIP": A code used to turn the PIP mode of a product on or off

1:PIPON

0 : PIP OFF
« Ack

Comma
Header nd Data length Ack/Nak r-CMD Vali Checksu
D
m
OxAA OxFF 3 ‘A 0x3C "PIP"

"PIP": A code used to turn the PIP mode of a product on or off

« Nak
Comma
Header nd Data length Ack/Nak r-CMD Val Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x3C "ERR"

"ERR" : A code showing what error has occurred
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Auto adjustment control (PC and BNC only)

. Function

Automatically adjust the PC system screen using a PC.

o Viewing auto adjustment state (Get Auto Adjustment Status)

. Setting auto adjustment (Set Auto Adjustment)

Header Command Data length Data
D " Checksum
OXAA 0x3D 1 “Auto
Adjustment”
"Auto Adjustment" : 0x00 (at all times)
° Ack
Header | OMMa Data length | Ack/Nak | r-CMD Val
nd Checksu
D .
OXAA OxFF 3 ‘A 0x3D ,AUtO .
Adjustment
« Nak
Comma
Header g Data length | Ack/Nak | r-CMD Valt Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x3D "ERR"

"ERR" : A code showing what error has occurred
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Video Wall Mode Control

. Function

Video Wall Mode can be activated on a product using a PC.

This control is only available on a product whose Video Wall is enabled.

This function is not available in MagicInfo.

« Viewing video wall mode (Get Video Wall Mode)

Header Command Data length
D Checksum
OxAA 0x5C 0
o Setting the video wall (Set Video Wall Mode)
Header Command Data length Data
D /i Checksum
OXAA 0x5C 1 Vigeo Well
Mode

"Video Wall Mode": A code used to activate Video Wall mode on a product

1: Full

0 : Natural
° Ack

Header | OTMa Data length | Ack/Nak | r-CMD Valf
nd o Checksu
m 7 m
OXAA | OXFF 3 A oxsc | ideo Wal
Mode

"Video Wall Mode": A code used to activate Video Wall mode on a product

° Nak
Comma
Header g Data length Ack/Nak r-CMD Valt Checksu
ID
m
OxAA OxFF 3 ‘N’ 0x5C "ERR"

"ERR" : A code showing what error has occurred

1 Preparations m




Safety Lock

. Function

Preparations

PC can be used to turn the Safety Lock function on or off on a product.

This control is available regardless of whether or not the power is turned on.

« Viewing the safety lock state (Get Safety Lock Status)

Header

Command

OxAA

0x5D

Data length

1D

0

Checksum

. Enabling or disabling safety lock (Set Safety Lock Enable / Disable)

Header Command Data length Data
D Checksu
OXAA 0x5D 1 Safety m
Lock
"Safety Lock": Safety lock code to be set on a product
1:0N
0: OFF
o« Ack
Header | COTM@ Datalength = Ack/Nak | r-CMD | Vali
nd o Checksu
n m
OXAA | OXFF 3 A oxsD | oAl
Lock
"Safety Lock": Safety lock code to be set on a product
« Nak
Comma
Header nd Data length | Ack/Nak | r-CMD Vall Checksu
ID
m
OXAA OxFF 3 ‘N’ 0x5D "ERR"

"ERR" : A code showing what error has occurred
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Connecting and Using a Source Device

2.1 Before Connecting

Check the following before you connect this product with other devices. Devices that can be connected
to this product include PCs, camcorders, speakers, set top boxes and DVD/Blu-ray Disc players.

— = —)

(©0060000)
N\

2.1.1 Pre-connection Checkpoints

. Before connecting a source device, read the user manual provided with it. The number and locations
of ports on source devices may differ from device to device.

. Do not connect the power cable until all connections are completed. Connecting the power cable
during connection may damage the product.

o Connect the sound ports correctly: left = white and right = red.

«  Check the types of ports at the back of the product you want to connect.
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2.2 Connecting and Using a PC

2.2.1 Connecting to a PC

« A PC can be connected to the product in a variety of ways.

Select a connection method suitable for your PC.

«  After connecting the PC, connect the power cable.

E Connecting parts may differ in different products.

Connection using the D-SUB cable (Analog type)

[—=]
&/

RGB/DVI/DP/
HDMI AUDIO IN

(@000000)

Connection using a DVI cable (Digital type)

RGB/DVI/DP/
HDMI AUDIO IN

(@000000)

_"2' The following images are for reference only. Real-life situations may differ from what is shown in the
images.
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Connection Using an HDMI-DVI Cable

RGB/DVI/DP/
HDMI AUDIO IN

(©000000)

_'é When you connect a PC to the product using an HDMI-DVI cable, set Edit Name to DVI PC to access
video and audio content stored on the PC.

Connection Using an HDMI Cable

(Q000000)
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Connection Using an DP Cable

§

(©000000)
|
\|
\|
\|
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2.2.2 Changing the Resolution
_'#ﬁ' Adjust the resolution and refresh rate in Control Panel on your PC to obtain optimum picture quality.
The picture quality of TFT-LCDs may degrade if the optimum resolution is not selected.

Changing the Resolution on Windows XP

Go to Control Panel — Display — Settings, and change the resolution.

Corrmirs Werd

Changing the Resolution on Windows Vista

Go to Control Panel — Personal Settings — Display Settings, and change the resolution.

a=my - Computer s

%Windows Live Messenger Download (NSNS + Coniol Fand » <[4y P sesrcn 2

— Ham: ategory
@ Morton AntiVirus Connect To : 9 -
Em Sy
E:U Windows DVD Maker Control Panel
Options

- Personalizati  Pedormance  Phome and
=
B|  Windows Mesting Space Default Programs

Ifeematio... Maodemn
All Programs Help anc # % m @
Prnters

. - Problem  Prograns  Resltek HD
| @ Fepurtsa.  andFestures  Auadio Mo

- P
ntrol Panel . ) s

Pick 8 different mouse pointer. You can alio
g e g
activities as chcking and sebecting,
gt Theme - s
Change the theme. Themes can charge a wide
range of visusl and suditary elements st cne time
inhading the sppearamce of menus, icons, ERERERAERER
backgioends, ineen sver, soame omputes i KREREKEKRKK
sounds, and mecuse peinters. |
Display Settings .
Tuskbar and Start Menu = & _
Budpust yeur monder reolutson, which changes the. Besoiutson: Lolors:
Eae of Actes viw 56 mare or fewer ems fit on the screen. Yeu L 7 High hest G2bit) =
s et s e ey L3 2 0 o (onmpabn] l
Wby weesprelt
H ot Lyt Adyanced Settings.. | |
|
[ [ )
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Changing the Resolution on Windows 7

Go to Control Panel — Display — Screen Resolution, and change the resolution.

y
Remote Desktop Connection 3

Microsoft Word 2010 ’

—

? Wireless Display Manager

N5 Microsott Offiee Excel 2007 ’

» Al Programs

8 » Cont_ » All Contr... » = | 4y | Search Conirol Fanel £

Adjust your computer’s settings

r Action Center ﬁ*
q AutoPlay r&
"'ﬁ BitLacker Drive Encryption fn
ﬁ Credential Manager
a Default Programs
3 Device Manager -

' Display @

View by Lt icom
Administrative Tools %
Backup and Restore t

Color Management

! Date and Time

Desktop Gadgets

Devices and Printers

Ease of Access Center

IE!'WW'MW’MM'W '%lmr:hﬁnmm
- —

@

ntrol Panel He 1
Cantrel Pencl oy Make it easier to read what's on your screen

You can change the size of text and ather tems on your screen by choosing one of
these options. To temporarily enlarge just part of the screen. use the Magnifier
tool.

Adjust resolution
% Calibrate color

Change display settings

Connect 1o a projector

Adjust ClearType text

Set custom text size (0D

Saller - 100% (delock]  Preview
@ Medium - 125%

i

s Some items may not fit on your sereen ifyou chaose this e
setting while your display is set ta this resalution.

Seealso
Personalization

Devices and Printers.

Change the appearance of your displays

Display: 1. mobite pe Display =
Resalution: awx s (recommended) =
Caentation:  [Landscape -

Mutiple cispiays. [Shaw desktop oniyon 1 =
Tnis s curranty your main dispiay.

Comectio s projector (e ress the B sey and tap )
Mk text and other it

¢ larger o smaller

What display setings shoud | choose?

5« All Control Panel ems » Display b Screen Resolution

143 | seorch Corvrol Panet £

Advancad sattings
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2.3 Connecting to a Video Device

. You can connect a video device to the product using a cable.

W - Connecting parts may differ in different products.
—

o Press the SOURCE button on the remote control to change the source.

2.3.1 Connection Using the AV Cable

2.3.2 Connection Using the component Cable

COMPONENT IN
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2.3.3 Connection Using an HDMI-DVI Cable

(@000000)

RGB/DVI/DP/
HDMI AUDIO IN

Audio will not be enabled if the product is connected to a video device using an HDMI-DVI cable.

To resolve this, additionally connect an audio cable to the audio ports on the product and video
device.

Supported resolutions include 1080p (50/60Hz), 720p (50/60Hz), 480p, and 576p.
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2.3.4 Connection Using an HDMI Cable

s E=s
ZZ\’
\ Y,

Using an HDMI cable or HDMI to DVI Cable (up to 1080p)

«  For better picture and audio quality, connect to a digital device using an HDMI cable.
-« An HDMI cable supports digital video and audio signals, and does not require an audio cable.

o To connect the product to a digital device that does not support HDMI output, use an HDMI/
DVI and audio cables.

«  The picture may not display normally (if at all) or the audio may not work if an external device that
uses an older version of HDMI mode is connected to the product. If such a problem occurs, ask the
manufacturer of the external device about the HDMI version and, if out of date, request an upgrade.

. Be sure to use an HDMI cable with a thickness of 14 mm or less.

«  Be sure to purchase a certified HDMI cable. Otherwise, the picture may not display or a connection
error may occur.

- A basic high-speed HDMI cable or one with ethernet is recommended. This product does not
support the ethernet function via HDMI.
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2.3.5 Connecting an External Monitor

Q000000)

DVIOUT
(LOOPOUT)

AUDIO OUT

The following images are for reference only. Real-life situations may differ from what is shown in the
images.

The Loopout function can be used to duplicate the screen of the primary display. Connect [DVI
OUT] on the primary display to [DVI IN] or [HDMI] on another display.

Up to HD resolution can be supported. Compatible input sources include DVI IN, DP IN and HDMI
IN. However, up to 10 monitors can be connected in Full HD mode depending on the type of cable

or signal equipment. Multiple monitors that are daisy-chained have a limit to the connectable
monitors.

The [DVI OUT] port on this product does not support the HDCP input.

If the stereo cable is connected to the [AUDIO OUT] port on the primary monitor, the sound from
the primary monitor will be muted.

2.3.6 Connecting to an Audio System

AUDIO OUT

)
Lo

Vo
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Changing the Input source

2.4.1 Source

MENU [[MI — Media — Source — ENTER[@

Source allows you to select a variety of sources and change source device names.

Source

You can display the screen of a source device connected to the product. Select a source from source list
to display the screen of the selected source.

E Refer to page 127 for details about the Source menu.

Media

Magicinfo Lite

Videos

Photos

Music

Source

AllShare

_"2' The input source can also be changed by using the SOURCE button on the remote control.

The screen may not display correctly if an incorrect source is selected for the source device you want to
convert to.

2 Connecting and Using a Source Device m



2.5

Connecting and Using a Source Device

Connecting the network box

. J

E For details on how to connect to a network box, refer to the user's manual provided with the network
box upon purchase.

2.5.1 Magiclnfo

To use Magiclnfo, a network box (sold separately) must be connected to the product.

To change the Magiclnfo settings, run "MagicinfoSetupWizard" on the desktop.
o  For details on how to use Magiclnfo, refer to the DVD provided with the network box.
«  Theinformation in this section is subject to change without notice for quality improvement.

« Ifaproblem occurs after installing an operating system other than the one provided with the
network box, restoring the previous version of the operating system, or installing software that is
not compatible with the operating system provided, you will not be able to benefit from technical
support and will be charged a fee for a visit from a service technician. A product exchange or
refund will also not be available.

Entering Magiclnfo mode

1 After installing and connecting the network box (sold separately) to the product, power on the
product.

7 Press SOURCE on the remote control, and select MagicInfo.

E Connecting the network box to the HDMI port on the product will change Source from HDMI to
Magicinfo.
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i':fﬂ Magiclnfo Setup Wizard - v.1.12

3 Select the default application you want to run when Magiclnfo starts.

:E Select Application - step 1

| Magiclnfo Pro (LAN, WAN based version)

[ Magicinfo-i Premium (Web-based version)

ﬂ [~ Select Later

< Back(B) Next(N) > Finish Cancel

Enter the IP information.

i':fﬂ Magiclnfo Setup Wizard - v.1.12

a Select TCP/IP - step 2
= p

| Obtain an IP address automatically

¥ Use the following IP address:

IP address: | 192.168. 0 . 102
Subnet mask: | 255.255.255. 0
Default gateway: | 192.168. 0 . 1
r
v Use the following DNS server address:
Preferred DNS server: J 10.44 .33.22
Alternate DNS server: | 10.33.22. 11
< Back(B) Next(N) > Finish Cancel
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5 Select a language. (The default language is English.)

i':fa Magiclnfo Setup Wizard - v.1.12

ﬁ Select Language -step 3

Select the language you want to install on the system for menus and
dialogs.

Current Language : Engilsh

[ chinese [Traditional] [ﬂ
D German

O english

D French

O ttalian

[ Japanese
BRSO
D Russian

D Swedish

O Turkish

[0 chinese [Simplified]

r Portuguese Iﬂ
[il it | [i]

< Back(B) Next(N) > Finish I Cancel I

6 Select a display mode.

i':EA Magiclnfo Setup Wizard - v.1.12

- Select Screen Type - step 4

Finish Cancel
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/ Double-check the settings you have just configured.

T

ji¢ Magiclnfo Setup Wizard - v.1.12

Setup Information

1. Application :  Magiclnfo Pro [LAN,WAN based version\
2. Internet Protocol [TCP/IP]

IP:  192.168.0.102
3. Language: English

4. Screen Type :  Landscape

[w Do not show again

< Back(B) Finish

Cancel

« If the execution icon does not appear, double-click the Magiclnfo icon on the desktop. The icon
will appear at the bottom right of the screen.

«  For further details on how to use Magicinfo, refer to the Magiclnfo Lite Edition software CD

provided with the network box.
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3.2

Using MDC

MDC (Multiple Display Control) is an application that allows you to easily control multiple display

devices simultaneously using a PC.

Configuring Settings for Multi Control

MENU ] — System — Multi Control — ENTER[ <!

Assign an individual ID to your product.

3.1.1 Configuring settings for Multi Control

« MDC Connection
Selects a port to receive the MDC inputs from.
o RS232C MDC
Communicates with the MDC via a RS232C MDC cable.
o RJ45 MDC
Communicates with the MDC via an RJ45 MDC cable.

o ID Setup
Assign an ID to a set. (Range: 0~99)

Press A/V to select a number, and press [[].

o ID Input
Enter the ID number of the product connected to the input cable for input signal reception.

Enter the number you want using the number buttons on the remote control.

Communicate with MDC via the RS232C-stereo cable

L]
(~
=

%/__’.,,




Using MDC

3.3 Communicate with LAN cable

_'g, Multiple products can be connected using the [RJ45] port on the product and the LAN ports on the
HUB.

3.4 Communicate with Stereo cable via the LAN cable

RS232C OUT
RJ45

E Multiple products can be connected using the [RS232C IN / OUT] port on the product.

3 Using MDC m
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MDC Program Installation/Uninstallation

3.5.1 Installation

1 Insert the installation CD into the CD-ROM drive.
7 Click the MDC Unified installation program.

_"j’ If a software installation window is not displayed on the main screen, install with the "MDC Unified"
execution file in the MDC folder on the CD.

3 Click "Next" in the displayed Installation Wizard screen.

4 In the "License Agreement" window displayed, select "l accept the terms in the license agreement"
and click "Next".

5 In the displayed "Customer Information" window, fill out all the information fields and click "Next".
6 Inthe displayed "Destination Folder" window, select the directory path you want to install the
program in and click "Next".

E If the directory path is not specified, the program will be installed in the default directory path.

/Inthe displayed "Ready to Install the Program" window, check the directory path to install the
program in and click "Install”.

8 Installation progress will be displayed.

9 Click "Finish" in the displayed "InstallShield Wizard Complete" window.

_'é Select "Launch MDC Unified" and click "Finish" to run the MDC program immediately.

10 The MDC Unified shortcut icon will be created on the desktop after installation.

E «  The MDC execution icon may not be displayed depending on the PC system or product
specifications.

o Press F5 if the execution icon is not displayed.

3.5.2 Uninstallation

1 Select Settings > Control Panel on the Start menu and double-click Add/Delete Program.
2 Select MDC Unified from the list and click Change/Remove.

_'g, MDC installation can be affected by the graphics card, mother board and network conditions.
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What is MDC?

Multiple display control "MDC" is an application that allows you to easily control multiple display devices
simultaneously using a PC.

3.6.1 Connecting to MDC

Using MDC via RS-232C (serial data communications standards)

An RS-232C serial cable must be connected to the serial ports on the PC and monitor.

Using MDC via Ethernet

Enter the IP for the primary display device and connect the device to the PC. One display device can
connect to another using an RS-232C serial cable.
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3.6.2 Connection Management

Connection management includes the Connection list and Connection list modification options.

Connection list — Connection list shows the details of the connections such as connection setting (IP/

COM, Port No, MAC, and Connection Type), connection status, Set ID Range, and detected devices.

Each connection can contain a maximum of 100 devices connected in serial daisy-chain fashion. All the

LFDs detected in a connection are displayed in the Device list, where the user can make groups and

send commands to detected devices.

Connection list modification options — Connection modification options includes Add, Edit, Delete,

and Refresh.

Multiple Display Control

Picture Sound System Tool

] Type Power
All Device List (00)
Group Edit

~ Schedule
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3.6.3 Auto Set ID

Auto Set ID feature assigns a Set ID for all the LFDs connected in daisy-chain of a selected connection.
There can be a maximum of 100 LFDs in a connection. The Set ID is assigned sequentially in the daisy-

chain running from 1 to 99, and then finally to Set ID O.

* LFD Device

Al Connection List

v Schedule
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3.6.4 Cloning

Using the Cloning feature, you can copy the setting of one LFD and apply it to multiple selected LFDs.
You can select specific tab categories or all tab categories for cloning, using the copy setting option
window.

Multiple Disp
F

Picture Sound System Tool

* LFD Device

107.108.89.148
i} 2 107.108.89.148
B 3 Ethen 107.108.89.148
B . 4 Ether 107.108.89.148
B 5 | o 107.108.89.148
| 6 Ethen 107.106.89.148
" 7 107.108.89.148
e e e | e
H 9 Ether 107.108.89.148

* Schedule .
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3.6.5 Command Retry

This feature is used to specify the maximum number of times the MDC command will be retried in case of

there being no reply or a corrupted reply from an LFD. The retry count value can be set using the MDC

options window. The retry count value must be between 1-10. The default value is 1.

Picture Sound System

|Panel Control On >
| IRemote Control  Disable

o e - - ) Power

Type

8 107.108.69.148
Group — Edit

5] 7 107.108.89.148
B 3 107.108.69.148
: Command Retry Count

4 4 107.108.69.148
@ 5 Sndeatieihiniedil ) [C e 107.108.89.148
= & Mail Alert Inferval min) | 011 107.108.89.148
8 7 107.108.89.148
8 107.108.89.148
= 8 107.108.69.148

¥ Schedule
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3.6.6 Getting Started with MDC

1 To start the program, click Start — Programs — Samsung — MDC Unified.

Sound System

= LFD Device

All Connection List

0 107.108.89.126

* Schedule

|‘ »
7 Click Add to add a display device.
If the connection is established via RS232C, go to Serial and specify the COM Port.

e i
Add Connection 2.5

Serial

1 COMPot  COMI ~

| SET ID Range
0+ ~ 10 =
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- Ifthe connection is established via Ethernet, enter the IP that was entered for the display
device.




Using MDC

3.6.7 Main Screen Layout

Multiple Display Control

Picture Sound System Tooel

Input

* Schedule

@ Menu Bar Change the status of a display device or the properties of the program.

® Device Category

View a list of connected display devices or device groups.

© Schedule Category View a list of schedules for display devices.
O Set List Select the display device you want to adjust.
© Modify the Set List Add, edit, regroup or delete sets.

O Help Topics Display help topics for the program.
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3.6.8 Menus

You can power on or off a selected device or change the input source or volume of the device.

Choose display devices from the list of sets, and select the Home tab.

Picture Sound System

lInput

IChannel |

@ Home
Select an item and change the corresponding setting.

Power
o On: Power on a selected display.

«  Off: Power off a selected dis

Input
« Input Source : Change the input source.

_'é o Input sources available can vary depending on the Display Device Models.

o The input source can be changed only for displays that are turned on.

o Channel : Change the channel.

_'é o The TV channel can be changed by using the up/down arrow keys.
o The channel can be changed only when the input source is TV.

o Only registered channels can be selected.

©® Volume

E The volume can be changed or the sound can be muted only for displays that are turned on.

Volume
o The volume can be adjusted using the slider bar in the range of 0 to 100.

Adjust the volume of a selected display.

Input
o Enable or disable Mute for a selected display.

Mute will automatically be disabled if Volume is adjusted when Mute is on.

© Alert

. Fault Device
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o This menu shows a list of display devices which have following errors - fan error, temperature
error, brightness sensor error, or lamp error.
Select a display device from the list. The Repair button will be enabled. Click the refresh button
to refresh the error status of the display device. The recovered display device will disappear
from the Fault Device List.

Fault Device Alert

o Display device in which error is detected will be reported by email.
Fill in all required fields. The Test and OK buttons will be enabled. Ensure the Sender
information and at least one Recipient are entered.
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3.6.9 Screen Adjustment

The screen settings (contrast, brightness, etc.) can be adjusted.

Choose display devices from the list of sets, and select the Picture tab.

Custom

Select an item and change the corresponding screen setting.

' IPicture Mode | Dyn...

el Jakaraiadatd | SRR

I Contrast Tint (G/R)

¢ IColor [0 | ; IRed :_E I Dynamic Contrast |Oﬂv_

_'é «  Color and Tint are not available if the input source is PC.
o Red, Green, Blue and PC Screen Adjustment are not available if the input source is Video.

o Color, Tint, Color Tone, Color Temp, Red, Green, Blue and PC Screen Adjustment are not
available if both PC Source and Video Source are selected.

Contrast
. Adjust the contrast for the selected display device.
Brightness
. Adjust the brightness for the selected display device.
Color
. Adjust the colors for the selected display device.
Tint (G/R)
o Adjust the tint for the selected display device.
Color Tone
. Adjust the background color tone for the selected display device.
Color Temp
. Adjust the color temperature for the selected display device.
E This option is enabled if Color Tone is set to Off.
Red
«  Customize the intensity of red color for the selected display device.
Green

.  Customize the intensity of green color for the selected display device.
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Blue

. Customize the intensity of blue color for the selected display device.
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Options

Home '[REEE0ICES Sound System Tool

[ + | 1Dynamic Contrast (Of v lAuoMotion Plus | Stan... +|

k | Gamma Contral I = | Brightness Sensor I_Oﬁ v

Dynamic Contrast

Adjust the Dynamic Contrast for the selected display device.

Gamma Control

Change the gamma value for the selected display.

Auto Motion Plus

This option is used to view dynamic images.

.  Off: Disable the Auto Motion Plus function.
o Clear: Set the level of Auto Motion Plus to clear. This mode is suitable to display vivid images.
. Standard: Set the level of Auto Motion Plus to standard.

«  Smooth: Set the level of Auto Motion Plus to smooth. This mode is suitable to display smooth
images.

o  Custom: Customize the level of screen burn-in or flickering.

o Demo: This function demonstrates the technology of Auto Motion Plus. The result when the mode
is changed can be previewed on the left side of the window.

Brightness Sensor
Enable or disable the Brightness Sensor for the selected display device.

The Brightness Sensor detects the ambient light intensity and automatically adjusts the screen
brightness.

_'g, Brightness Sensor may not be available depending on the product.
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Sound System

1Dynarmic Contrast \E)ﬁ v' | Auto Mation Plus !-_-_Stan

|Gamma Cantral | ': | Brightness Sensor |EJﬁ

IHDMI Black Level CLow v

Picture Size
Adjust the screen size for the selected display device.

The Detail item will be disabled if Picture Size is set to a mode that does not support detailed
configuration.

The -/+ buttons can be used to adjust Zoom.

The screen can be relocated using the up/down/left/right buttons.

Detail

You can view details of the selected screen size.

PC Screen Adjustment

Frequency adjustment or fine-tuning is available by using the -/+ buttons in Coarse or Fine.
To relocate the screen, click one of the four images below Position.

To automatically adjust the frequency, fine-tune or relocate the screen, click Auto Adjustment.
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3.6.10 Sound Adjustment

You can change the sound settings.
Choose display devices from the list of sets, and select the Sound tab.

Home Picture [T System Tool

.IEIaSS (80 » [ ISRSTSXT | of =

I Treble 50

s 5050 | b |

_"2' The Bass or Treble item will be disabled if the item is not supported by the selected set.

Bass

Adjust the bass for the selected display.

Treble

Adjust the treble for the selected display.

Balance (L/R)

Adjust the volume of the left and right speakers of the selected display device.

SRS TS XT

Enable or disable the SRS TS XT effect for the selected display device.
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3.6.11 System Setup
Choose display devices from the list of sets, and select the System tab.

Video Wall

The Video Wall function can be used to display part of a whole picture or repeat the same picture on
each of connected multiple display devices.

E Video Wall is enabled only when devices are in the group.

Home Picture CLITL I System Tool

|%ideo Wall On - | Screen Position 1 -

L]

| Format Full | Preview |

IH a1 > I 01

1

Video Wall

Enable or disable Video Wall.

Format

Select the format to display the split screen.

Full Natural
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H
Select the number of horizontal display devices.

A maximum of 15 displays can be arranged in a row.
_'ﬁf‘ A maximum of 6 can be assigned to V if 15 is assigned to H.

Vv
Select the number of vertical display devices.

A maximum of 15 displays can be arranged in a row.
_"‘4, A maximum of 6 can be assigned to V if 15 is assigned to H.

Screen Position
View the layout of displays (configured by the screen divider) or change the layout as required.
Screen Position and Preview are enabled when Video Wall is set to on.

Note that if multiple sets are selected, Preview is enabled only if the settings for H and V match the
layout of the selected sets.

To change the Position, select a set and drag it to a new position.

% The range of screen divider settings may differ depending on the model.
—
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PIP
Basic information required to adjust PIP will appear in the menu screen.

_"2' . PIP will be disabled when Video Wall is ON.
. Note that Picture Size is disabled when PIP is ON.

Home Picture LTI System Tool

|IPIP Size I_Large | Channel

IPIP Source  PC

PIP Size

View the PIP Size of the current display.
PIP Source

Select a PIP input source.

Sound Select

Select and enable the sound from either the primary screen or secondary screen.

Channel

The channel can be changed if PIP Source is TV.
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General

Home Picture LG System Tool

|User Auto Calor Reset - |Fan Cantral Man... = | Safety Lack Cn -
| Auto Power On - IFan Speed 1 * | Button Lock oft -

I5tandby Control On - | Temperature 7 *

User Auto Color

Automatically adjust the screen colors.
E Available only in PC mode.

Auto Power

Set the product to automatically power on.

Standby Control

Set the standby mode to activate if an input source is not detected.

Fan & Temperature

Home Picture LG System Tool

|User Auto Calor Reset - |Fan Cantral Man... = | Safety Lack Cn -
| Auto Power On - IFan Speed 1 * | Button Lock oft -

I5tandby Control On - | Temperature 7 *

Configure the settings required to detect the fan speed and internal temperature for the product's
protection.

Fan Control

Select a method to configure the fan speed.

Fan Speed

Configure the fan speed.

Temperature

Detect the internal temperature by specifying the range of temperature.
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Security

Home Picture LG System Tool

[User Auto Colar | Reset - |Fan Cantral han.. - | Safety Lack On b

| Auto Power on "i IFan Speed 1 * | Button Lock oft -

IStandby Cantrol On + | ITemperature 77

Safety Lock

Lock the on-screen menus.
E To unlock the menus, set Safety Lock to Off.

Button Lock

Lock the buttons on the display device.

_"3‘ To unlock the buttons, set Button Lock to Off.
OSD Display

Home Picture LI System | Tool

| Source OS50 On - IWMDC OS50 Oq -

IMat Optirmurn Mode 05D On -

1Mo Signal OSD On -

Source OSD

Select whether to display a message when the Source is changed.

Not Optimum Mode OSD

Select whether to display a message when a non-compatible mode is selected.
No Signal OSD

Select whether to display a message when there is no input signal.

MDC OSD

Select whether to display a message when settings are changed by the MDC.
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Time

IMDC 05D

Clock Set

Clock Set

Change the current time on the selected display device according to the time set on a PC.

If the time is not set on the display device, null values will be displayed.

Timer
| Timer & _|
Timer 1
| OnTime | Of ~12 = AM 3
|OfiTime  Of  ~| 12 2:m0 3 AM 2
| %olume |ET_ | Sources | F'Ciﬂ
| Holiday ~ Disable  ~
| Repeat fdnceivI
| [surt| [won| JTUE PWED] [THUNY [ERE| [SAT

Cancel

. On Time: Set the time to power on the selected display device.

.  Off Time: Set the time to power off the selected display device.

o Volume: Specify the volume of the display device when it is powered on by On Time.

«  Source: Specify the input source of the display device when it is powered on by On Time.
. Holiday: The Holiday Management settings can be applied to the Timer.

» Repeat : Specify the period for which you want to repeat the selected Tim